Panasonic

Plastic Film Capacitors

Interference Suppression Capacitor
Metallized Polyester/Polypropylene

Type: ECQUN [Class X2]

In accordance with UL/CSA and European safety
regulations class X2

B Features

« Compact size

+ Overvoltage stress withstanding

# Flame-retardant epoxy resin coating

B Recommended Applications
+ Interference suppressors

W Explanation of Part Numbers
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Product Code Dielectric &

construction

Rated voltage
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U

M Applicable Standards & Ap al Nogrber

Capacitano® CapTol. Suffix Suffix

I —

+10% Type1
+20% Type2

Straight
Crimped lead

K Across-The-Lilg OfAcitors :
UL ULM Anter“c-ﬁo;lolim/g%f\{d Line-By-Pass Components File No. £62674
CSA 98//A C222 No.0,No.1| Across-the-line /antenna-isolation and line-by-pass capacitor File No. LR35752
/1
SEMKO /| \ Reg.No. 9542169 01
DEMKO Ref.No. 304890
NEMK IEC 384-14,/1993 fes X2 Ref.No. P95104265
FIMKO EN 132400 Reg.No. 187541-01
VDE File No. 4811. 6-4670-7092
SEV L Ref.No. 95,6 60092,01
x For inquiries, please refeto the type designation and rating such as “ECQ-
UN,0.1 pF”.
B Specifications
Category temp. range -40t0+85C
Rated voltage 250VAC

Capacitance range

0.001 to 0.02 pF (E12)

Capacitance tolerance

+10%(K), *20%(M)

Dissipation factor

1.0%max.(20°C, 1kHz)

Withstand voltage

Between terminals : 1250 VAC 60s, 1075 VDC 60s
Between terminals to enclosure : 2000 VAC 60s

Insulation resistance

15000MQ min.(20°C 100VDC 60s), 2000MQ min.(20

‘C 500VDC 60s)
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Design, Specifications are subject to change without notice.

Ask factory for technical specifications before purchase and/or use.

Whenever a doubt about safety arises from this product, please inform us immediately for technical consultation without fail.



Panasonic Plastic Film Capacitors

EmDimensions in mm (not to scale)

Marking example

Type 1 Type 2

(Suffix B) T STYLE A side B side
max.
Lmax. Lmax. . @ onFK @)LL2 GPF MKT
40/085/21
> cotoormn | P P

X 132600 Q@

Marking g Marking ECQ i

; T x
é & ‘ |1 g 5 O4T4F K 250V~ @)LL2 GPF MKT
(O] i F+1.25 i T (0047 0 082uF) 40/085/21 X2 @
1 ‘ 1 ECQ-UN[ /\\ 132400 @@ b\

s

@LL2 GPF MKT

L Solder-plated 3 @

Copper-clad steel-wire (01002uF) 132400

|
B Note:Only+10% ayp/',,.. be n. wkad as K >

1 uF K Date code

25min.

B Packaging Specifications for Bulk Package
Packing quantity: 100 pcs./bag

B Rating & Dimensions
@ Capacitance tolerance : 10 %(K), 20 %(M)

Cap. /N D|mer?.°'fm§mm)/
Part No. ‘ H max : /s
(LF) L e A A G od
/{ ‘ \Type-1 T;fne_—Z__Tyr:e/( Type-2

ECQU2A102[ IN( ) | 0.001 17.0 JwB.5N [ " 135 188, |/ 4850 | 100 15 0.60
ECQU2A122[ IN( ) | 0.0012 17l 79 /| 1854] 1457/1350 | 100 15 0.60
ECQU2A152 IN( ) | 0.0015 P 70 13.5 T 16. ;/ 1350 | 10.0 15 0.60
ECQU2A182 IN( ) | 0.0018 [/ 170 7.0 14.0 | V190 1350 | 10.0 1.5 0.60
ECQU2A222[ IN( ) | 0.0022 6.5 “wnil5 18.5 1350 | 10.0 15 0.60
ECQU2A272 IN( ) | 0.0927 + 1%.0 7.0%’140 19.0 1350 | 10.0 15 0.60
ECQU2A332L IN( ) | 04688 [HA17.0 65 | 5 | 185 | 1350 | 100 15 0.60
ECQU2A392 IN( ) |/0.0925 ‘ 17.0 %o ), /135 18.5 1350 | 10.0 1.5 0.60
ECQU2A472[ IN( )/ 0.004p 170 [\ 6 135 | 185 | 1350 | 100 1.5 0.60
ECQU2A562[ IM/)\. 0.0056 1778, 88 | 135 | 185 | 1350 | 10.0 1.5 0.60
ECQU2AB8NL ) [ 19.0068 17.0 ‘/70 135 | 185 | 1350 | 10.0 15 0.60
ECQU2A8ZZ IN( )\ | 0.0082 [ 170 /65 13.5 18.5 1350 | 10.0 15 0.60
ECQUZA4030IN() | 0.0 100 7.0 14.0 19.0 1350 | 10.0 15 0.60
ECQfant2a IN( ) | ofo12 [’ A7.0 6.5 135 185 1350 | 10.0 15 0.60
ECRUZA153L IN( ) %Oﬁii ¥y 170 7.0 14.0 19.0 13.50 | 10.0 1.5 0.60
ECQURATB3LIN( Y™, 018 /| 19.0 6.5 135 18.5 1550 | 12.5 1.5 0.60
ECQU2AXR3L IN( ) 2028 19.0 7.0 14.0 19.0 1550 | 125 15 0.60
ECQU2A27NIN( ) | %027 19.0 75 150 | 200 1550 | 125 1.5 0.60
ECQU2A333_ N ) 4 0.033 19.0 8.0 155 | 205 1550 | 125 1.5 0.60
ECQU2A393 IN( Y | 0.039 25.5 6.5 135 18.5 2150 | 175 1.5 0.60
ECQU2A473[ IN( ) | 0.047 25.5 7.0 14.0 19.0 2150 | 175 1.5 0.60
ECQU2A563[ IN( ) | 0.056 25.5 75 150 | 20.0 2150 | 175 1.5 0.60
ECQU2A683 IN( ) | 0.068 25.5 8.5 155 | 205 2150 | 175 1.5 0.60
ECQU2A823 IN( ) | 0.082 255 9.0 165 | 215 2150 | 175 15 0.80
ECQU2A104 N( ) | 0.1 30.5 75 170 | 220 2650 | 225 15 0.80
ECQU2A124 IN( ) | 0.12 30.5 9.0 175 | 225 2650 | 225 15 0.80
ECQU2A154[ IN( ) | 0.15 30,5 | 10.0 185 | 235 2650 | 225 1.5 0.80
ECQU2A184[ IN( ) | 0.18 305 | 11.0 19.0 | 240 26.50 | 225 15 0.80
ECQU2A224_ IN( ) | 022 305 | 120 20.0 | 25.0 26.50 | 225 15 0.80

I L Suffix for lead crimped or taped type
Cap. tol. code

Design, Specifications are subject to change without notice.  Ask factory for technical specifications before purchase and/or use.
Whenever a doubt about safety arises from this product, please inform us immediately for technical consultation without fail.



